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Print 3-D ‘Cye Appeal’ by Embossing! 


A well printed job neatly em-° 
bossed will have more “eye ap- 
peal” than will any other sort of 
printing. The ancients embossed 
astonishingly well in clay & tile. 
Modern printers who specialize 
in embossing find it lucrative. 

In a nutshell, ermnbossing is the 


process of forming a raised de- 


Sign on paper or other flat ma- 
terial. In this process a male 
die, attached to the platen of a 
press, forces the sheet into a fe- 
male die, which is locked in the 
chase, in exact register, with 
enough pressure that the paper 
is pressed to conform to the 
image contained in the female. 
Although it may be done with a 
hot or cold die, a heated one will 
permit the sheet to conform 
more closely with less pressure. 


Tf the raised surface is to be 


_ printed, that must be done before 


the embossing. If unprinted, the 


process is known as “‘blind’’ em- 
bossing. This process may be uti- 
lized for many types of printing. 
Embossing can be done on any 
Size or type of platen press. 
Limited embossing runs are pos- 
sible on small table-toppers also. 
‘Commercially this class of work 
is usally done on heavy presses 
such 4s: Colt’s Armory, Univer- 
sal, Thomson - National, Heidel- 
berg, C&P Craftsman or Kluge. 
Small light-weight presses can 
be ruined by steady production 
of embossing and ‘‘smashing.”’ 
Old-time pressmen used a va- 
riety of long-forgotten materials 
to make their own embossing 


dies. Alabastine, litharge, straw- 


_ board, embosso overlays, liquid 
glass, etc. were often used to 


fabricate short-run dies. A die 


Should not be made for a form 
with any movable units. Modern 
usage _ calls for dies made from 
zinc, Magnesium or brass. 

The male (16 gauge or 11 pts. 
thick) is used unmounted. The 
female is mounted on metal, 
type-high. These dies (etched to 
.0030-.0045) can be made by most 


photoengravers from your cam- 


era-ready black and white art- 


~ work or proofs. 


Professional embosser Rod Pad- 
rick makes his female dies using 
Pour-A-Counter. Mixing a liquid 
and powder together, forming a 
pliable material that can be im- 
pressed from the die. 

When printing a form that is 
to be embossed afterwards, use 


_ the utmost care because no cor- 


rection of loss of register is ak 
sible when embossing. 
The stock to be used is an im- 


portant factor in embossing 


Tough, strong stock like parch- 


ment, vellum, 
pers, 
papers will stand a deep emboss 
without any cracking. 

The female should be locked 
up with metal furnture. A non- 
pareil reglet should be placed 


ledger, rag pa- 


between furniture, chase and 


Sources for Embossing Dies 


OGA Photoengravers, Box 309, 
Owosso, Michigan 48867. Depend- 
ing on copy, female die, 16 ga., 
4 sq. in., $8 and up; 11 point, $16 
and up. Male die, $12 up. 

L C Photoengraving Co., Box 
21322, Los Angeles, Calif. 90021. 
One square inch, 11 pt., on mag- 
nesium, deep etched, mounted/ 
unmounted, $7.95 plus postage. 
Phone (213) 623-2118. 

Central Michigan Engravers, 
Inc., 15551 N. East St., Lansing, 
Michigan 48906. Fitted ‘male and 
female embossing dies, up to 15”, 
$38 set. Three day turn around. 

Peerless Chemical Co., 15 Wal- 
lace Street, Elmwood Park, N.J. 
07407. Source for Pour-A-Counter. 
One-pound kit, powder, liquid & 
masking tape. Sufficient mate- 
rial for making any sate be 


_ structions included. - 


(oa) 


bristol board and cover — 


quoins. After lockup | make sure 
chase is not sprung. 

Quoins and chase should. be 
plugged to prevent “walking.” 
Chase should not be lifted until 
run is finished. The entire job 
should be fed at uniform speed. 

Next place the form with the 
female die locked in the center 
of the chase after removing ink- 
ing rollers and top sheet, After 
pressing strips of double-faced 
sticky tape on the back of the 
male die, smear a small amount 
of Vaseline on the face of the fe- 
male. Then press the face of the 
male into the female. The Vase- 
line will hold the two dies in reg- 
ister as you close the press with 
the impression on. The male die 


will adhere to the platen, held 4 


by the sticky tape. =| 
Now replace the top she 
a cutout for the male. Se 


jin t Th a ae 


makeready can be fone. behind 
the female die. age < 

If a draw in the sheet is en- 
countered when embossing, cut 
corxs positioned in open spaces 
will minimize the draw and safe- 
guard the register: ‘Sliced corks — 
may also be used to push the | 
sheet from the die when grippers 
and auxiliaries such as strings 
and rubber bands may not be 
employed. | 

Precautions should be ‘he 
to keep the sheets flat and free 
from curling at the edges. The 
guides should be set parallel to 
the edges of the sheet and fend- 
ers set low to hold the edges of 


the paper close to the drawsheet. 


Fasten cork to extra fenders of 
cardboard to be used between 


the two lower gauges to hold the 


sheet at the impression. Grippers 
must both be set at exactly the 
same angle. If strings are used 


- to strip the sheet, they should be 


taut. All guides, corks, fenders, 
grippers and strings should be 
left in the same positions for the 
second operation. The drawsheet 
must be immovable. — 


Convert 3-Phase Press to Single-Phase 


A printer, upon contemplating 
the acquisition of a press, paper 
cutter, Linotype or other print- 
ing equipment, may be disap- 
pointed when he learns that it is 
powered by a three-phase motor. 

Often larger printing equip- 
ment is powered by three-phase 
because such systems function 
more smoothly than single-phase 
ones — somewhat similar to the 
running of an eight-cylinder gas- 
oline engine when compared to 
a one-cylinder model. - 

Unless the vicinity in which the 
motor is to be operated in is an 


industrial one, this can be a 


problem. The cost of having this 
type of current brought in would 
be prohibitive. But — neverthe- 
less, printers operating in res- 
idential areas have their choice 
of several methods for convert- 
ing such equipment, allowing it 
to operate on single-phase power. 

The most obvious solution to 


this dilemma might seem sim- > 


ple — replace the motor with a 
Single-phase one. The disadvan- 
tages are that it may be difficult 
to locate a new or second - hand 
motor.with the same character- 
istics as the original motor’s 
specifications — (speed, cycles, 
frame mounts, etc.). Even a sec- 
ond-hand model can turn out to 
be quite expensive. 

A simplier solution might be 
the purchase of one of the phase 
converters manufactured by sev- 
eral different firms. These small 
compact units can be hooked up 
easily by the unhandyman. 

These accessories are cut into 
the one-phase line and their re- 
sultant output will be three-phase 
current. These converters, mod- 
erately priced, will cause a loss 
of power approximately %4 of the 
normal horsepower. This loss of 
power could be a problem on 
large motors that are difficult to 


start. Depending on the horse- 


power, these converters range in 
price from $80 to $100. 

Rotary type converters, also 
simple to hook up, that furnish 
full or close to full horsepower, 


are also available from $120 up | 


to as high as $250. 


For more detailed information 


on either of these types of con- 
verters see your local electric 
motor dealer. Or write to: C. G. 
Johnstone Mfg. Co., 38817 18th 


St. West, Palmdale, Calif. 93550. 
Or telephone (805) 947-8485. Also, 


Steelman Electric Mfg. Co., Inc., 
P.O. Box 1461, Kilgore, Texas 
75662. (214) 984-3061. 

However, Robert Christensen, 
a printing equipment oe of 


Home-Made Converter 


via drive belt starts 3-phase 220v. 
motor (#2) which supplies 3- 
phase power to press motor (#3) 


PetrytecPant cat sa ttaa Pitas Potstntectentintasa da mas 
Walnut Creek, Calif., offers an 
ingenious, inexpensive & simple 
scheme for a conversion. With 


his method, your present equip- . 


ment’s three-phase motor will 
not need rewiring or removing. 
There will be no need to buy any 
kind of converters. — 

Say, for instance, your shop 
only has single-phase power. You 
wish to run a press with a mo- 
tor rated at two-horsepower and 


operating off three-phase power. 
. Here’s the solution: 2 


Beg or buy two old junk mo- 
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comments. suggestions always welcome. 


tors from a scrap dealer or mo- 


tor shop. They shouldn’t cost 


more than a couple of bucks. 
The first (see #1 on diagram), 
should be a '%-h.p. or larger — 


~ 110/60/AC of any vintage. Types 


used on workshop power tools, 
household furnaces, washing ma- 
chines, will be ideal. This motor 
needs to only be good enough to 
run for a few seconds—just long 
to get the other junker turning. 
This motor (#2) should be an 
old three-phaser, 2-h.p. or larger. 


Jf necessary, one could possibly 


substitute a 134-h.p. model. 
These two converter motors 
can be located under, beside or 
some distance from the press. 
Connect the three wires of the 
press motor (#3) to the termi- 
nals of junker (#2) — both | 
should be rated at 220 volts. — 
The other motor (#1) will be 
connected to two terminals on a 
110 volt line through a switch. A 
pulley and belt will drive the 
three-phase junker. 
To operate, flick on the switch 
on (#1) which will start (#2) 
turning which will furnish three- 


phase power to the press when 


A Whp. LOv. junk Tate #1) the three-way switch is closed. 


After a few seconds, the single 
phaser can be switched off and | 
the three-phase motor will con- | 
tinue to operate off 220 single- 
phase power. : 


This three-phase drive is a gen- 


uine induction generator and pro- 
duces true three-phase current. | 
This type of converter has been 
in use for many years. Although 
there will be some drop in horse- 


‘power, this shouldn’t a problem 


if press is operated only at mod- 
erate speeds. 

For shops limited to 110v., sin- 
gle-phase motors are available. 
Some pressmen believe it is a 


risk to use this type of motor on 


a large, hard-starting press. 
James Knopp of Glen Riddle, 


- Pa., cautions about converting 


multi-phase equipment. “One of 
the things to watch out for is the 
controls—not only the motor but 
for the rest of the machine . . 

if there are any solenoids, re- 
lays or electric brakes, they ney 
not work on single-phase . I 
ran into this problem on a cutter 
I wanted .. . Working out a sep- 
arate “vacuum pump motor us- 

ually isn’t too hard . . .”’ z 


Make Your Own Bias Chases & Roller Gauge 


By C. PRENTICE SMITH 


These two pressroom helps 


. Should improve anyone’s quality 
of printing. I’ve found them ex- 
tremely helpful. 
Roller Setting Gauge 

In order to have proper contact 
between rollers and the type-high 
form I use an aluminum. bar 
gauge, made as follows: Take a 
bar of metal about 34”x1%4"x3" 
longer than the short dimension 
of the press for your largest 
press (13” for a 10x15” press, for 
example). Place it between cen- 
ters on:a machinist’s lathe and 
turn it down to type-high diam- 
eter (.918”), leaving an inch of 
non-turned handle at -one end. 
Check with micrometer to insure 
accuracy. 


With rollers properly inked, 
no form in the press, and with 


rollers held firmly at mid-posi- 


tion on the roller bearers (bed — 


tracks), place the gauge flat side 
against the. press bed to avoid 
getting ink on the gauge. Then, 
turn the gauge one-quarter turn 
(be sure rollers do not move and 
that the gauge does not slip up 
or down as it is turned). 
will leave a band of ink made by 
each roller on one of the cylin- 
drical faces of the gauge. With 
draw the gauge carefully so. as 


not to smear those bands of ink. 


Repeat this operation for both 
sides of the press, then correct 


the truck diameters with plastic 
tape or with the cone adjustment — 


(Morgan expansion trucks), until 
the bands of ink on the gauge are 
all equal and about 3/16” to %” 
wide. Clean ink from the gauge 
each time. Note: the accuracy or 


This _ 
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Bias chase easily made from 
wedged-shaped wood furniture 
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this method depends upon hav- 
ing the bed tracks type-high and 
parallel to the press bed. 

Bias Lock-up of Press Forms 

At one time it was possible to 
purchase bias chases for Gordon 
presses. However, if none can be 
had, you can easily enjoy the 
benefits of such form lock-up by 


making a set of wedge - shaped 


furniture for each size of press 
you use. The chief advantages of 


bias lock-up are the protection . 
of the rollers from being cut by | 


Sharp vertical rules in the form, 
and better inking of isolated 


lines of type or rules in forms | 
that cannot be locked with type- 


high bearers, as well as im- 
proved register when feeding pa- 
per to the “low” corner of the 
gauge pin pattern. 

Take two pieces of hardwood 


(birch or maple are best) 34x14” 


— long enough for the longest di- 
mension of your chase. Cut each 
piece into two long wedges, ta- 


pering from %” at one end to 


approximately %” at the other 


(allowing %” for the saw kerf). 


Be sure this taper cut is accu- 


Tricks of the Tiede. 


Plain naphtha cleans safely & 


well, composition or plastic rol- 


lers. Dries faster than kerosene; 
almost odorless. I find it as ef- . 
fective, and much cheaper than 
printers’ supply houses products. _. 


—John Cowles, Burlington, Vt. 


A very small amount of castor. 
oil may help ink to. flow smoothly. 


outside the printing area. Cut 


the packing off so rules can’t 
Be on the drawsheet. : 


effective on forms comprised of 
large solid areas.. 


in the type —— 


_While type forims ‘and halftone 
jobs can be run using rubber rol- 
~ Jers; composition ones are most 


The sticky — 
composition has ‘superior ability — 


. in picking off Spots and hickeys. 
To prevent slurring on a form. ise 


containing halftones and a few . 
lines of type, place two 2-pica 
sclid rules (underlaid with one 
thickness of: “tissue) in the chase _ 


_ Printers plagued “by mice in 
their typecases can banish the — 
‘pests by putting a few mothballs 


rate, straight and square with 
the 1%” faces. Cut one pair of 
wedges about 34” shorter than the 
short dimension. Place the four 
wedges, as furniture, around the 


outside of the form, against the 


inside of the chase, so the form 
will be tilted downward toward 
the left side of the press; quoins 


may be locked against the 


wedges. Be sure that all four 
corners inside the wedges are 
right - angles. To insure this, 

make all four wedges at the same 
saw setting; then cut them to 
length afterward. — 

Besides these two helps, I use 
a 10-power Hastings magnifier 
for inspection of my work, both — 
at makeready and throughout the 
run, to keep ink and impression 
at their best. 

line for next issue 


Classifi eds tine for next issue 


To keep all ads timely they will be run 
only once but. re-run upon notification. 
Only Letterpress Advertisements Please 


TOO LATE TO CLASSIFY 
LUTETIA (Van Krimpen), special lim- 
ited casting, 12-48 point; small caps, 
swash. Send stamp for specimen sheet, 
other faces, prices. - Harold: ‘Berliner’s 
Type Foundry, 224 Main St., Nevada 
City, Calif, 95950. (916) 273-7545. 


Ads run free. Dead- 


ee nee eeeepeCeetenne 
CAMERA, 14 pt. Intertype #2090, want 


card size font of mats. Harvey Kane, 


71 Greenwood Road, Sheffield, S9 4GS. 


England, United Kingdom. 


COOPER Black Condensed. Small cap 

font wanted. With or without figures. 
Fred Williams, 24667 Heather Ct., oa 
ward, Calif. 04545, a 


TYPE FOR SALE 
NEW type in fonts for sale. or trade 
for your old scrap type metals—Lino, 
Mono or foundry. Send SASE for price 
lists and showings. Owen Stout, Route 
3, Box 108. Paoli, Indiana 47454, 


TYPE cast to order, many faces. Send 

SSAE for listi of faces. Bob Newberry, 
297 Old Highway, Cathey’s Valley, 
Calif. 95306. 


WOOD ‘Type, 2”, 145 piece font, $75. 
Two smaller fonts also. Can be used 
with or without 1914 Vandercook fon 
semi-automatic proof press @$100 F.O.B. 
W. D. Eddy, 10 West Elizabeth Street, 
Tarrytown, N.Y. 10591. ($14) 631-2074. 


14-pt. Futura Medium, Ulc, pts., figs. $20 
14:0t. Craw Modern Bold, Ule, Sic $15 
14 pt. Craw Modern, caps only ...... pieces $10 
18 pt. Fournier Ornamented, caps ......... $12 
All ecareely, once or twice used, care- 


Leads, 2 point strips. Big bundle of : 
36 strips, new, shiny 
pee 6 point. strips. Wen package © 
of nine: full length: strips: 2c. 


- Plus postage. Egdon Margo 7711 Reseda oe 


Blvd #43, Reseda, Calif. 91355. 


PRESS PARTS WANTED 
INK table, springs, etc. for old style 
C&P Pilot press. Also want spider 
chase for 10x15 C&P. H. Don Thorn- 
hill. 6523 Rambler Drive, siren. 
Florida 32505. 


 TREADLE for 1922 8x12 C&P new style. 


Jim Broadston, 19111 Sprague ‘Street, 
“Tarzana, California 91356. 
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Classifi eds / cont. 


PRESSES FOR SALE 
GOLDING Pearl #14, vintage 1893. It 
lacks treadle and “front door,” but 
has a 1914 variable speed motor (110 
v.a.c.), $450 F.O.B. Atlanta. Roy Rice, 
3848. Fox Glen Ct., Atlanta, Ga. 30319. 
Or call (404) 451- 0079. 


KELSEY Presses (2), 5x8, 3 chases, 6 


“grippers, 2 synthetic. rollers, 4 fonts 
of type (6pt., 1, 2, 3, 4). Sale or trade. 
Want C-4 or C3 "Intertype. Also need 
lower case ‘“‘t”’ mats 10A574 Corona. Vic- 
tor Ables, Sr., 106 Bess St., Hot Springs, 
Ark. 71901. Phone 1-(501) 623- $727. 


RUBBER Stamp outfit for sale. War- 

ner press No. 46, 2 chases, matrix 
molding board, stamp rubber, ‘metal & 
wood turniture, handles, cut mounts, 


mica powder, value $518. Sell for $300! . 


Len Sledge, 5342 #A Bahia 
Laguna Hills, Calif. 92653. 


WE are .the factory representatives for 

Craftsmen hand presses and for hot 
stampers, also Simple -X rubber stamp 
presses. Send 18c stamp for brochures & 
price list. Harry Lincoln, 223 N. Kings- 


Blanca, 


ley Dr., Los Angeles, Calif. 90004 
_ PRESSES WANTED 
5x8” Platen Press in good condition 


wanted. Sigwalt or similar sturdy de- 
sign preferred. Frank J. Anderson, The 
Kitemaug Press, 229 Mohawk Drive, 
Spartanburg, S.C. 29301. 


RUBBER stamp press, Seve ip Simple: 53 

unit (or similar), with chase bear- 
ers, shims and timer. M. R. Cherpak. 
406 E. Jersey St., Orlando, Fla. 32806. 


WASHINGTON type hand press wanted. 

Need two. one small and one large 
size. Could possibly pick up myself. 
Also need small light weight “‘country 
printer’ type newspaper cylinder press. 
Marshall D. Vance, P.O. Box 27, Forrest 
City, Arkansas 72335. 


BOOKS FOR SALE 
ALBERT SCHILLER, Artist in Type. 
- Complete do haratine collection, now 
in Archives of Columbia Univers:ty. 
“... the best of my work, done for 30 
years.’ Type experiments, posters, dis- 


plays, write-ups, eps., book marks, per-- 


sonal letters, proposed projects, corre- 
spondence, et al. Reluctantly offered to 
Museums, Libraries, Collectors. If inter- 
ested, write for 
Egdon Margo, a friend of Al Schiller, 
7711 Reseda Blvd., Studio #43, Reseda, 
CA 91335. 


BEAUTIFUL Faces—My Type,’’ book of 

96 different faces with complete alpha- 
bets and display of each in use, 83 
printed pages, hard cover, entirely hand- 
set & Letterpress printed. $13 postpaid. 


Duane C. Scott, 8501 Lamar Ave., Over-. 


land Park, Kansas 66207. 


BOOKS for Printers, Historians. “De- 
velopment of Printers’ Mechanical 


Typesetting Methods, 1822-1925.°’ $17.50. 
“Dr; Church’s ‘Hoax’, ”* $12.00 ‘‘Poetic 
Printshop Pastimes,”’ $8.50, By Richard 
E. Huss. Plus postage and handling. 
Graphic Crafts, Inc., 300 Beaver Valley 
Pike, Lancaster, Pa. 17602. 


BOOKS. on Printing. Private Library 
' sale, 700 titles—type. binding, machine 
manuals, etc. Catalog $2.50, from: Bruce 
Northrup, 1809 ya Parkway, Sche- 
nectady, N.Y. 12309. 


BOOK Searching, it is possible that I 
might be able to locate the book, mag- 

azine you desire. Avery Von Blon, 1111 

Colcord Avenue, Waco, Texas 76707. 


MINIATURE Dictionary, @ $3.50 post- 


paid and Miniature New Testament @ 
$4.95. Bay’s, 300 Pine Street, Edinboro, 
Penn. 16412. 


“WOOD Type & Collectibles” by Rob- 


ert P. Long. Written in non-technicat 
language this book reflects the growing 
interest in printing antiques. With 90 
illustrations, 28 pages of antique type 
and illustration cuts, bibliography, ap- 
pendix, index, 108 pages, paperbound, 
$7.95 plus 75c postage. Robert P, Long, 
445 Glen Ct., Cutchogue, N.Y. 11935. 
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detailed description. 


TYPE WANTED 


BASKERVILLE, roman & italic mecded: 


6 point & up, American Type Found- 
ers. Send proof, price. Francis Harri- 
gan, 2530 Wycliffe Road. © Baltimore, 


Maryland 21234, 


CASLON ANTIQUE, all sizes ae 
Also need Goudy Oldstyle, 18 point; 
Clarendon Book, ATF, 24 point. Mark 
Morton, Box 1101, Mendocino, Califor- 


nia 95460. 


CHELTENHAM O.S cae wanted. 
foundry; 10 point Lydian caps. Swap 
Gant list for 2-. and 3-way trades on 
type sorts. Harold Bacon, 82 Edmunds 
Road, Framingham, Mass. 01701. 
GOUDY Text, 18 through 72 point. Also 
want large decorative letters. Wil! 
trade four-color imprints from my 15th 
Century style wooden common press for 
imprints from other private presses. Cy 
Stapleton, 1601 Hanks, Lufkin, Texas 
75901. : 
MISTRAL & Californian wanted, most 
- sizes. Leslie Boyer, 535 Kickerillo, 
Houston, 1 Texas 77079. __ 


TRAJANUS, 1: 12 ¢ point. Will pay well to 
obtain more. Leland Hawes, Jr., 5009 
Dickens Ave., Tampa, Florida 33609. 


TYPE wanted for hot stamping. Alan- 
West Press, Box 341, Spencer, Jowa 


- FOR SALE 
CHASES (2), for 11x15, $10 each, F.0.B. 
Eugene F. Haywood, P.O] Box 482, 
Thomaston, Georgia 30286. 


CLOSE-OUT Stock logo fonts for rub- 

ber stamps, $3.95 each. Send S.A.S.E. 
for list to Jaxon, Box 463, St. Cloud, 
Florida 32769. . 


COMPOSING Stick holders for sale. 

Wood constructed, varnish finish, $2.30 
postpaid. Alfred Albrecht, 18024 Green- 
view oes ey Club Hills, Til. 
60477... 


JOBSTICKS, (2) 10” Rouse plain steel. 
$18.50 jeach, postpaid; one 8’ Rouse 

plait steel $16. 50 postpaid: ‘Michael Tar: 

achow, Box 379, Markesan, Wis. 53946. 


LETTERPRESS & miscellaneous equip- 
ment available. Also Ditto Model L-10 
offset press, floor model with vacuum 


feed. David McVicker, P.O. Box 43, 
Chardon, Ohio 44024. ee, = 
SLUG cutter, Boston, 14-inch, table, 


excellent condition. Make offer. Rite- 
way Printing, 1209 Eaton Avenue, San 
Carlos, Calif. 94070. (415) 5¢2-1808. | 

BOOKS, PUBLICATIONS WANTED 
ADVERTISING Typographers’ & other 

type specimen books wanted, espe- 


cially those showing complete fonts. 
Mac McGrew, 181 Mt. Lebanon Blvd., 


‘Pittsburgh, Pa. 15228. 


BACK issues 
Helper, Printcraft, 
. Ring, Christiania Press, 
Box 132, Staples, Minn. 56479. 


BOOKS wanted printed by The yaniek: 

ing Press, specifically ‘“‘Quopes” and 
“Scratch’s Clean Press,” but others 
also. Fugene S. Richardson, Jr. 1765 S. 
River Road, Gurnee, Illinois 60031. 


COPIES of ‘“Printshop’ 
want early copies of “‘Printcraft’’ and 


of Kelsey’s 
Star Route 


3 


lists of borders and_ sorts.. Raymond 
Hyers, 116 Trinity Circle, St. Francis 
Village, Crowley, Texas 76036, 

OLD copies Inland’ Printer, Graphic 


Arts Monthly wanted. Also old news- 
letters, books. Carl Johnson, 1136 West 
Wayland Dr., Oak Creek, Wis. 53154. 


PRINTING. books 

“Achievements in Photo Engraving & 
Letterpress Printing, 1927,” edited by 
Louis Flader. Quote please. Ken San- 
ders, 11969 Tola Ave., Salt-Lake City, 
Utah 84104. 


Spurs MONOTYPE 
MONOTYPE mats wanted. Have many 
fonts of 14-36. point to trade. Send for 
my want list. Al Piccoli, 86 Glendale 
Park, Rochester, New York 14613. ae 
phone (716) a54- 0438. 


is a 7x11” (1899). 


Printers’ 


: 14” table top: cutter. 
Printshop -wanted.. 


‘ wanted. Also 


wanted. Especially 


WANTED 
ARTIST / PRINTER wants to buy a 
large amount of Letterpress and some 
offset equipment. Also printmaking sup- 
plies. Send = for want list. Ring, 
Christiania Press, Star Route Box 132, 
Staples, MN 56479. 


BRAYER, old 2-handle (frame only y OK) 


wanted. Must be 12” to 18”. wide. To 
used at Tubac, Arizona restored first 
newspaper in Arizona. Write to Robert 
Sherman, superintendent, Tubac State 
Historical Park, Arizona 85640. 


LINOTYPE mats wanted. Copperplate 
Gothic, Old English, Script. Larry 
Barnthson, The Kansas, Chief Job Shop, 
Box 157, Troy, KS 66087. (913) 985-2456. - 


COMPOSING Sticks, old ones wanted. 


‘Send brand name and price, or will 
trade for Rouse sticks. Michael Tara- 
chow, Box 379, Markesan Wis. 53946. 


PAPER Cutter. want to buy email 
- bench model. Clayton E. Smith, 
West Lane, Kerrville, Texas 78028 ee 
phone (512) 896-3787. 


QUOIN Key wanted for No. 1 Hempel. 


 (Y%”" tong). Also want Kelsey 2/3 
size cases; 6%4x 10 Hohner hand press. 
(automatic delivery), or parts. iE H. 
Krohn, 4641 N. Hermitage Ave., Chicage, 
Illinois 60640. — 
PEARL Press owner would appreciate 
hearing from other Pearl owners. Mine 
Need 2 roller wheels, 
2 chases. Want history of Pearl preses. 
Mathew K. Logan, 6106 River Mill Ct., 
Spring, Texas 77379, 


TYPE cases, Calif. full size wanted in 

good condition. Also want owl cuts. 
Send prices. proofs of cuts before mail- 
ing. Mrs. Linda P. Warner, 135 North 
Grant Street, Palmyra, Penn. 17078. 


ae MANUALS WANTED 
INFORMATION, instruction manuals, 
_ etc. on operation of 10x15 C&P with 
Kluge feeder. H. Don Thornhill, 6523 
Rambler Drive, Pensacola, Fla. 32505. 


OWNER’S and parts manuals wanted 

for C&P Old Series presses. Photo 
copy would be fine. Will pay for cost 
of copying. John G. oton: Lake View 
Road, Otter Lake, N.Y. 13338. 


SWAPS 

COMPOSING STICKS, type trays, lead 

cutters, small presses and many sim- 
ilar pieces of Letterpress equipment to 
buy or swap. I am interested in buying 
any type of Letterpress equipment, sup- 
plies or books. Mark Goodridge, Coop- 
ers Mills, ME 04341. 


PRINTING equipment wanted to trade 
for stamps or will buy. Also have. 

some coins to trade. Superior Stamps, 

Box 19. Avon Lake, Ohio 44012. 

WILL trade 16’ Challenge paper cutter 
and stand for small precision 12” or 


) Coney Printer,. 
Elberta, Alabama 36530. 


PAPER 
BUSINESS Card Stock, 2x3%"", white or 
colors, 5000, $12.50, postage paid. Mose 
Pearlstone, Box 145, St. Louis, Mo. 63i00. 


PAPER stock wanted, letter size and 


index (392 x 52"). Need 1M’s, cut or 
over, I°ll take it off your hands reason- 
able, white, colors, glossy index. DMT 
Press, 390 Lincoln Avenue. (t&p), New- 
ark, NJ. 07104. 


ELECTROS, CUTS FOR SALE 
PRINTERS’ Cuts Gillustrations), 2,000, 
collected since 1926, 25c and up, 24- 
page proof sheet, booklet, ie ag € heteees ab 
half refundable Frnt order. Bay’s, "300 
Pine Street, Edinboro, Penn. 16412. 


ANNOUNCEMENTS 
PRINTERS Wanted to attend Amalga-. 

mated Printers Association. Waygoose 
at Portland, Oregon, July 10-12. For 
convention info, write Bill Allan, P.O. 
Box 1716, Lake Oswego, Oregon 97034. 


TWO day hobby printers open house & 
sway meet to be held in Indianapo- 
lis, Aug. 15-16, 1981. For details, contact 
Dave Churchman, 7830 Ridgeland Dr.. 
Indianapolis, Ind. 46280. Or call (317 
849- 5665, eveee 


